
COMMONWEALTH of VIRGINIA 
DEPARTMENT OF ENVIRONMENTAL QUALITY 

PIEDMONT REGIONAL OFFICE 
Preston Bryant 4949-A Cox Road, Glen Allen, Virginia 23060 David K. Paylor 

Secretary ofNatural Resources (804)527-5020 Fax (804) 527-5106 Director 
www.deq.virginia.gov 

March 27, 2009 

Mr. Robert L. Greene, P.E. 
Plant Manager 
Hopewell Cogeneration Facility 
1114 Hercules Road 
Hopewell, VA 23860 

Location: City of Hopewell 
RegistrationNo.: 50967 

Dear Mr. Greene: 

Attached is a renewal Title V permit to operate your facility pursuant to 9 VAC 5 Chapter 
80 of the Viiginia Regulations for the Control and Abatement of Air Pollution. 

This permit contains legally enforceable conditions. Failure to comply may result in a 
Notice of Violation and civil penalty. Please read all conditions carefully. 

This approval to operate does not relieve Hopewell Cogeneration Limited Partnership of 
the responsibility to comply with all other local, state, and federal permit regulations. 

Issuance of this permit is a case decision. The Regulations, at 9 VAC 5-170-200, provide 
that you may request a formal hearing from this case decision by filing a petition with the Board 
within 30 days after this permit is mailed or delivered to you. Please consult that and other 
relevant provisions for additional requirements for such requests. 

Additionally, as provided by Rule 2A:2 of the Supreme Court of Virginia, you have 30 
days from the date you actually received this permit or the date on which it was mailed to you, 
whichever occurred first, within which to initiate an appeal to court by filing a Notice of Appeal 
with: 

http://www.deq.virginia.gov


Mr. Robert L. Greene, P.E. 
March 27, 2009 

Page 2 

Mr. David K. Paylor, Director 
Department of Environmental Quality 
P. O.Box 1105 
Richmond, VA 23218 

In the event that you receive this permit by mail, three days are added to the period in 
which to file an appeal. Please refer to Part Two A of the Rules of the Supreme Court of 
Virginia for additional information including filing dates and the required content of the Notice 
of Appeal. 

If you have any questions conceming this permit, please contact the Piedmont Regional 
Office at (804) 527-5020. 

Sincerely, 

/leT. Winter, P.E. 
)eputy Regional Director 

KIW/mm/50967-5 Title V Permit Cover Letter.doc 

Attachment: Permit 
NSPS Subpart Db 
NSPS Subpart GG 
Attachment A- Clean Air Interstate Rule application 
Statement of Basis 

cc: Director, OAPP (electronic file submission) 
Manager, Data Analysis (electronic file submission) 
Chief, Air Enforcement Branch (3AP13), U.S. EPA, Region III 
Manager/Inspector, Air Compliance 



Preston Bryant 
Secretary' ofNatural Resources 

COMMONWEALTH of VIRGINIA 
DEPARTMENT OF ENVIRONMENTAL QUALITY 

PIEDMONT REGIONAL OFFICE 
4949-A Cox Road, Glen Allen, Virginia 23060 

(804)527-5020 Fax (804) 527-5106 
www.deq.virginia.gov 

David K.. Paylor 
Director 

Federal Operating Permit 
Article I 

This permit renewal is based upon the requirements of Title V of the Federal Clean Air Act and 
Chapter 80, Article 1, and Chapter 140 of the Commonwealth of Virginia Regulations for the Control 
and Abatement of Air Pollution. Until such time as this permit is reopened and revised, modified, 
revoked, terminated or expires, the permittee is authorized to operate in accordance with the terms and 
conditions contained herein. This permit is issued under the authority ofTitle 10.1, Chapter 13, §10.1-
1322 of the Air Pollution Control Law of Virginia. This permit is issued consistent with the 
Administrative Process Act, and 9 VAC 5-80-50 through 9 VAC 5-80-300, and 9 VAC 5-140-10 
through 9 VAC 5-140-900 of the State Air Pollution Control Board Regulations for the Control and 
Abatement of Air Pollution of the Commonwealth of Virginia. 

Authorization to operate a Stationary Source of Air Pollution as described in this permit is hereby 
granted to: 

Permittee Name: 
Facility Name: 
Facility Location: 

Hopewell Cogeneration Limited Partnership 
Hopewell Cogeneration Facility 
1114 Hercules Road 
Hopewell, Virginia 23860 

Registration Number: 
Permit Number: 

50967 
PRO50967 

This permit includes the following programs: 

Federally Enforceable Requirements - Clean Air Act (Sections I through VIII) 
Federally Enforceable Requirements - Clean Air Interstate Rule (Section IX) 

http://www.deq.virginia.gov
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Kyjt'l. Winter, P.E. 
Deputy Regional Director 

/ft//UH 2-11 l ^ ^ 
Signature Date 
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I. Facility Information 

Permittee 
Hopewell Cogeneration Limited Partnership. 
Hopewell Cogeneration Facility 
1114 Hercules Road 
Hopewell, Va. 23860 

Responsible Official 
Mr. Robert L. Greene, P.E. 
Plant Manager 

Facility 
Hopewell Cogeneration Facility 
1114 Hercules Road 
Hopewell, Va. 23860 

Contact Person 
Harry C. Bames, Jr. 
Environmental Representative 
(804) 458-0700 ext. 203 

County-Plant Identification Number: 51-670-0058 

ORIS Code and/or EIA Facility ID (for non-EGU units): 10633 

NATS Facility Identification Number: 010633 

Facility Description: NAICS 221112 - Fossil Fuel Electric Power Generation 
SIC 4911- Electric Services 

The Hopewell Cogeneration Facility, a 356.5 MW combined cycle cogeneration facility, is an 
independent power producer. The facility has three ABB type 11 N combustion turbines, each 
rated at 1,143.6 MMBtu/hr on natural gas and 1,091.1 MMBtu/hr on distillate oil, and three 
unfired Nooter Eriksen heat recovery steam generators (HRSGs), each rated at 360,000 
pounds/hour. The facility has one ABB 120,000 kW steam turbine, and two auxiliary Babcock 
and Wilcox boilers, each rated at 229.0 MMBtu/hr on natural gas and 220.0 MMBtu/hr on 
distillate oil. The facility has two Caterpillar 1,500 kW diesel generators and three 1.250 million 
gallon distillate oil tanks. 
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III. Fuel Burning Equipment Requirements - (Emission Unit ID Nos. CTl, 
CT2, CT3, AB1, AB2, Gl, and G2) 

A. Limitations 

1. Nitrogen oxide emissions from the combustion turbines (Reference Nos. CT 1, CT2, 
and CT3) shall be controlled by the use of steam injection. The steam injection 
system shall be provided with adequate access for inspection and shall be in operation 
when the combustion turbines are operating. 
(9 VAC 5-50-280, 9 VAC 5-80-110, and Condition 3 of 12/18/08 PSD Permit) 

2. Nitrogen oxide emissions from the auxiliary boilers (Reference Nos. AB1 and AB2) 
shall be controlled through boiler design employing multi-stage low NOx burners. 

(9 VAC 5-50-280, 9 VAC 5-80-110, and Condition 4 of 12/18/08 PSD Permit) 

3. The approved fuels for the combustion turbines (Reference Nos. CTl, CT2, and CT3) 
and auxiliary boilers (Reference Nos. AB1 and AB2) are distillate oil and natural gas. 
A change in the fuel may require a permit to modify and operate. 

(9 VAC 5-50-280, 9 VAC 5-80-110, and Condition 13 of 12/18/08 PSD Permit) 

4. Sulfur dioxide (SCh) emissions from the combustion turbines (Reference Nos. CTl, 
CT2, and CT3) and auxiliary boilers (Reference Nos. AB1 and AB2) shall be 
controlled by limiting the sulfur content of the distillate oil to 0.2 percent by weight. 

(9 VAC 5-50-280, 9 VAC 5-80-110, 9 VAC 5-50-410, and Condition 5 of 12/18/08 
PSD Permit) 

5. The distillate oil shall meet the specifications below: 

DISTILLATE OIL which meets the ASTM D396 specification for numbers 1 or 2 
fuel oil: 
Maximum sulfur content per shipment: 0.2 % 
(9 VAC 5-50-280, 9 VAC 5-80-110, and Condition 17 of 12/18/08 PSD Permit) 

6. Each combustion turbine (Reference Nos. CTl, CT2, and CT3) shall consume no 
more than 61.19 x IO6 gallons ofdistillate oil or 8.99 x IO9 cubic feet of natural gas 
per year, calculated monthly as the sum ofeach consecutive 12-month period. 
Compliance for the consecutive 12-month period shall be demonstrated monthly by 
adding the total for the most recently completed calendar month to the individual 
monthly totals for the preceding 11 months. 

(9 VAC 5-50-280, 9 VAC 5-80-110, and Condition 14 of 12/18/08 PSD Permit) 

7. Each auxiliary boiler (Reference Nos. AB1 and AB2) shall consume no more than 
13.77 x IO6 gallons ofdistillate oil or 2.01 x IO9 cubic feet of natural gas per year, 
calculated monthly as the sum ofeach consecutive 12-month period. Compliance for 
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the consecutive 12-month period shall be demonstrated monthly by adding the total 
for the most recently completed calendar month to the individual monthly totals for 
the preceding 11 months. 

(9 VAC 5-50-280, 9 VAC 5-80-110 and Condition 15 of 12/18/08 PSD Permit) 

8. The emergency generators (Reference Nos. Gl and G2) shall not be operated when 
any ofthe three combustion turbines (Reference Nos. CTl, CT2, and CT3) is on line. 
The generator(s) shall be used only to start-up one single turbine after which the 
generator(s) shall be taken off-line. The emergency generators shall consume no 
more than 55,800 gallons of distillate oil combined per year, calculated monthly as 
the sum of each consecutive 12-month period. Compliance for the consecutive 12-
month period shall be demonstrated monthly by adding the total for the most recently 
completed calendar month to the individual monthly totals for the preceding 11 
months. 

(9 VAC 5-50-280, 9 VAC 5-80-110 and Condition 16 of 12/18/08 PSD Permit) 

9. Emissions from the operation of each combustion turbine (Reference Nos. CTl, CT2, 
and CT3) shall not exceed the limits specified below: 

For Natural Gas Firing: 

Particulate Matter (PM) 4.0 x 10'3 Ibs/MMBtu 4.57 lbs/hr 

Sulfur Dioxide 

Nitrogen Oxides 

Carbon Monoxide 

Volatile Organic 
Compounds 

5.4 x IO"4 Ibs/MMBtu 0.62 lbs/hr 

42 ppmdv @ 15% O2 176.9 lbs/hr 

25.8 lbs/hr 

0.72 lbs/hr 

18.0 tons/yr 

2.4 tons/yr 

675.6 tons/yr 

110.4 tons/yr 

3.1 tons/yr 

For Distillate Oil Firing: 

Particulate Matter (PM) 0.039 Ibs/MMBtu 

Sulfur Dioxide 0.21 Ibs/MMBtu 

Nitrogen Oxides 

Carbon Monoxide 

Volatile Organic 
Compounds 

65 ppmdv @ 15% O2 

28.0 lbs/hr 

225.0 lbs/hr 

275.7 lbs/hr 

26.0 lbs/hr 

7.0 lbs/hr 

122.6 tons/yr 

896.8 tons/yr 

1036.9 tons/yr 

112.0 tons/yr 

29.1 tons/yr 
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Lead 0.0057 lbs/hr 0.0235 tons/yr 

(9 VAC 5-50-280, 9 VAC 5-50-410, 9 VAC 5-80-110, 40 CFR 60 Subpart GG, and 
Condition 21 of 12/18/08 PSD Permit) 

10. Emissions from the operation ofeach auxiliary boiler (Reference Nos. AB1 and AB2) 
shall not exceed the limits specified below: 

For Natural Gas Firing: 

Particulate Matter (PM) 0.1 Ibs/MMBtu 

Sulfur Dioxide 

Nitrogen Oxides 

Carbon Monoxide 

Volatile Organic 
Compounds 

1-4 

0.1 Ibs/MMBtu 

22.9 lbs/hr 

6.0 x IO"4 Ibs/MMBtu 0.14 lbs/hr 

22.9 lbs/hr 

19.9 lbs/hr 

1.15 lbs/hr 

100.3 tons/yr 

0.6 tons/yr 

100.3 tons/yr 

87.3 tons/yr 

5.0 tons/yr 

For Distillate Oil Firing: 

Particulate Matter (PM) 0.1 Ibs/MMBtu 

Sulfur Dioxide 

Nitrogen Oxides 

Carbon Monoxide 

Volatile Organic 
Compounds 

Lead 

0.2 Ibs/MMBtu 

0.1 Ibs/MMBtu 

22.0 lbs/hr 

44.0 lbs/hr 

22.0 lbs/hr 

19.1 lbs/hr 

1.1 lbs/hr 

96.4 tons/yr 

192.7 tons/yr 

96.4 tons/yr 

83.8 tons/yr 

4.8 tons/yr 

0.0012 lbs/hr 0.0053 tons/yr 

(9 VAC 5-50-280, 9 VAC 5-50-410, 9 VAC 5-80-110,40 CFR 60 Subpart Db, and 
Condition 22 of 12/18/08 PSD Permit) 

11. Emissions from the operation of both emergency generators combined (Reference 
Nos. Gl and G2) shall not exceed the limits specified below: 
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For Distillate Oil Firing: 

Sulfur Dioxide 2.8 lbs/hr 0.8 tons/yr 

Nitrogen Oxides 45.1 lbs/hr 12.5 tons/yr 

Carbon Monoxide 12.0 lbs/hr 3.3 tons/yr 

(9 VAC 5-50-280, 9 VAC 5-80-110, and Condition 23 of 12/18/08 PSD Permit) 

12. Non-criteria pollutant emissions from the combustion turbines (Reference Nos. CTl, 
CT2, and CT3) and auxiliary boilers (Reference Nos. AB 1 and AB2) shall be 
controlled by not exceeding the fuel usage limitations specified in Part III. A. 
Conditions 6 and 7 of this permit. 

(9 VAC 5-60-320, 9 VAC 5-80-110, and Condition 6 of 12/18/08 PSD Permit) 

13. The facility shall operate in compliance with 9 VAC 5-60 Article 4- Toxic Pollutants 
from Existing Sources and 9 VAC 5-60 Article 5- Toxic Pollutants from New and 
Modified Sources. No changes in the facility that alter emissions of any non-criteria 
pollutant or cause the emission of additional toxic pollutants shall be made without 
the prior written approval of the Board. 

(9 VAC 5-60-220, 5-60-320, 9 VAC 5-80-110, and Condition 35 of 12/18/08 PSD 
Permit) 

14. Except where this permit is more restrictive than the applicable requirement, the 
combustion turbines (Reference Nos. CTl, CT2, and CT3) and auxiliary boilers 
(Reference Nos. AB 1 and AB2) shall be operated in compliance with the 
requirements of 40 CFR 60, Subpart GG Standards of Performance for Stationary 
Gas Turbines and 40 CFR 60, Subpart Db Standards of Perfonnance for Industrial -
Commercial - Institutional Steam Generating Units. 

(9 VAC 5-50-410, 9 VAC 5-80-110, and Condition 20 of 12/18/08 PSD Permit) 

15. The permittee shall meet the nitrogen oxide standards as specified in 40 CFR 60.44b 
at all times including periods of startup, shutdown, and malfunction. 
(9 VAC 5-50-410, 9 VAC 5-80-110, and 40 CFR 60 Subpart Db 60.44b(h)) 

16. Except as provided by 40 CFR 60.44b(j), the permittee shall show compliance with 
the emission limits of 40 CFR 60.44b based on a 30-day rolling average. 

(9 VAC 5-50-410, 9 VAC 5-80-110, and 40 CFR 60 Subpart Db 60.44b(i)) 

17. The permittee shall not cause to be discharged into the atmosphere from any 
stationary gas turbine, any gases which contain nitrogen oxides in excess of: 

STD = 0.0075* [(14.4)/Y] + F 
where: 
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STD = allowable NOx emission concentration (percent by volume at 15 percent 
oxygen and on a dry basis); 

Y = manufacturer's rated heat rate at manufacturer's rated load (kilojoules per 
watt hour) or, actual measured heat rate based on lower heating value of 
fuel as measured at actual peak load for the facility. The value of Y shall 
not exceed 14.4 kilojoules per watt hour; and 

F = NOx emission allowance for fuel-bound nitrogen as defined in paragraph 
(a)(4) of 40 CFR 60 Subpart GG 60.332. 

(9 VAC 5-50-410, 9 VAC 5-80-110, and 40 CFR 60 Subpart GG 60.332(a)(1)) 

18. The permittee shall not cause to be discharged into the atmosphere from any 
stationary gas turbine any gases which contain sulfur dioxide in excess of 0.015 
percent by volume at 15 percent oxygen and on a dry basis. 

(9 VAC 5-50-410, 9 VAC 5-80-110, and 40 CFR 60 Subpart GG 60.333(a)) 

19. For combustion turbines supplied distillate oil from a bulk storage tank, the permittee 
shall determine the values of sulfur content and nitrogen content of the fuel oil after 
each addition of fuel oil to the bulk storage tank from any other source. 

(9 VAC 5-50-410, 9 VAC 5-80-110, and 40 CFR 60 Subpart GG 60.334(i)(l)) 

20. The permittee shall determine compliance with the nitrogen oxides standards in 40 
CFR 60.332 as follows: 

For each run of the performance test, the mean nitrogen oxides emission 
concentration shall be computed using the following equation: 

NOx = (NOxo) * (Pr/Po)05 * (e ri9 * (Ho-000633W )* (288 / T a ) 1.53 

where: 

NOx = emission concentration of NOx at 15 percent oxygen and ISO 
standard ambient conditions, ppm by volume, dry basis; 

NOxo = mean observed NOx concentration, ppm by volume, dry basis, at 
15 percent oxygen; 

Pr = reference combustor inlet absolute pressure at 101.3 kilopascals 
ambient pressure, mm Hg; 

Po = observed combustor inlet absolute pressure at test, mm Hg; 
HQ = observed humidity of ambient air, g H2O / g air; 
e = transcendental constant, 2.718; and 
Ta = ambient temperature, K. 

(9 VAC 5-50-410, 9 VAC 5-80-110, Condition 24 of 12/18/08 PSD Permit, and 40 
CFR 60 Subpart GG 60.335(bXl)) 
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21. If the permittee elects to install and certify a NOx CEMS under 40 CFR 60.334(e), 
then the performance test to determine compliance with the nitrogen oxides standards 
in 40 CFR 60.332 may be done in the following alternative manner: 

a. Perform a minimum of 9 reference method runs, with a minimum time per run 
of 21 minutes, at a single load level, between 90 and 100 percent of peak (or 
the highest physically achievable) load. 

b. Use the test data both to demonstrate compliance with the applicable NOx 
emission limit under 40 CFR 60.332 and to provide the required reference 
method data for the RATA of the CEMS described under 40 CFR 60.334(b). 

c. The requirement to test at three additional load levels is waived. 
(9 VAC 5-50-410, 9 VAC 5-80-110, and 40 CFR 60 Subpart GG 60.335(b)(7)) 

22. The permittee shall determine compliance with the sulfur content standard as 
specified in 40 CFR 60.333(b) as follows: ASTM D129-00, D2622-98, D4294-02, 
D1266-98, D5453-00, or D1552-01 shall be used to determine the sulfur content of 
liquid fuels and ASTM D1072-80, 90; D3246-81, 92, 96; D4468-85; or D6667-01 
shall be used for the sulfur content of gaseous fuels (incorporated by reference, see 40 
CFR 60.17). The applicable ranges of some ASTM methods mentioned above are not 
adequate to measure the levels of sulfur in some gaseous fuels. Dilution of samples 
before analysis (with verification of the dilution ratio) may be used, subject to the 
approval of EPA Region III. 

(9 VAC 5-50-410, 9 VAC 5-80-110, and 40 CFR 60 Subpart GG 60.335(b)(10)) 

23. To meet the requirements of 40 CFR 60.332(a), the permittee shall use the analytical 
methods and procedures as specified in 40 CFR 60.335(b)(9) to measure nitrogen 
content if an emission allowance is claimed for fuel bound nitrogen and shall 
determine compliance with sulfur content standard as described in 40 CFR 
60.335(b)(10) and Section III, A, Condition 21 of this permit for the fuel being 
bumed. The analysis may be performed by the owner or operator, a service contractor 
retained by the owner or operator, the fuel vendor, or any other qualified agency. 

(9 VAC 5-50-260, 9 VAC 5-50-410, 9 VAC 5-80-110, and 40 CFR 60 Subpart GG 
60.335(b)) 

24. For the combustion turbines (Reference Nos. CTl, CT2, and CT3), the terms "start­
up" and "shutdown" shall be defined as follows: 

Start-up: The period, for each unit start command, from the beginning of "warm up" 
control mode or from the point a restart is issued for a running unit in shutdown mode 
and continuing to the end of the first hour of water injection logging for NOx control. 
Shutdown: The period, for each unit stop command, from when the control 
"shutdown" mode begins and continuing until no fuel is being combusted or until a 
restart command is received, whichever occurs first. 
(9 VAC 5-80-110) 
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B. Monitoring 

1. Continuous Emission Monitoring Systems, meeting the design specifications of 40 
CFR 60, Appendix B, shall be installed to measure and record the emissions of 
nitrogen oxides (NOx) from the combustion turbines (Reference Nos. CTl, CT2, and 
CT3) as parts per million by volume, dry basis, corrected to fifteen percent oxygen. 
The CEMS shall be installed, calibrated, maintained, audited and operated in 
accordance with the requirements of 40 CFR 60.13, 40 CFR 60 Subpart GG, and 40 
CFR 60 Appendices B and F. Data shall be reduced to hourly averages as specified 
in 40,CFR 60.13(h). The SPAN VALUE for the NOx monitor shall be 120 parts per 
million in accordance with 40 CFR Part 75. 

(9 VAC 5-50-40, 9 VAC 5-50-410, 9 VAC 5-80-110, 9 VAC 5-140-700, and 
Condition 7 of 12/18/08 PSD Permit) 

2. Continuous Emission Monitoring Systems, meeting the design specifications of 40 
CFR 60, Appendix B, shall be installed to measure and record the emissions of 
nitrogen oxides (NOx) from the auxiliary boilers (Reference Nos; AB1 and AB2) as 
pounds per million BTU heat input. The CEMS shall be installed, calibrated, 
maintained, audited and operated in accordance with the requirements of 40 CFR 
60.13,40 CFR 60 Subpart Db, and 40 CFR 60 Appendices B and F. Data shall be 
reduced to hourly averages as specified in 40 CFR 60.13(h). The SPAN VALUE for 
the NOx monitor shall be 300 parts per million in accordance with 40 CFR Part 60, 
Subpart Db. 

(9 VAC 5-50-40, 9 VAC 5-50-410, 9 VAC 5-80-110, and Condition 8 of 12/18/08 
PSD Permit) 

3. Continuous Opacity Monitoring Systems, meeting the design specifications of 40 
CFR 60, Appendix B, shall be installed to measure and record the opacity of 
emissions from the auxiliary boilers (Reference Nos. AB1 and AB2). The COMS 
shall be installed, calibrated, maintained and operated in accordance with the 
requirements of 40 CFR 60.13, 40 CFR 60 Subpart Db and 40 CFR 60 Appendix B. 
Data shall be reduced to six minute averages. 
(9 VAC 5-50-40, 9 VAC 5-50-410, 9 VAC 5-80-110, and Condition 9 of 12/18/08 
PSD Permit) 

4. A continuous opacity monitoring system may be used to satisfy the visible emission 
evaluation requirement in lieu of 40 CFR, Part 60, Appendix A, Method 9. The 
reported test data shall include averages of all six minute continuous periods within 
the test period and within the duration of any mass emission performance tests being 
conducted. It is the responsibility of the permittee to demonstrate that the monitoring 
system has met the requirements of the applicable performance evaluation, that the 
monitoring system has been properly maintained and operated, and that the resulting 
data has not been altered in any way. If monitoring system data indicates compliance 
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for a period during which Method 9 data indicates non-compliance, the Method 9 data 
shall be used to determine compliance with the visible emission limit. 

(9 VAC 5-50-20, 9 VAC 5-80-110, and Condition 10 of 12/18/08 PSD Permit) 

5. Performance evaluations of the continuous monitoring systems shall be conducted in 
accordance with 40 CFR Part 60, Appendix B and 40 CFR 75.20, and shall take 
place during the performance tests under 9 VAC 5-50-30 or within 30 days thereafter. 
Two copies of the performance evaluations report shall be submitted to the Piedmont 
Region within 45 days of the evaluation. The continuous monitoring systems shall be 
installed and operational prior to conducting initial performance tests. Verification of 
operational status shall, as a minimum, include completion of the manufacturer's 
written requirements or recommendations for installation, operation and calibration of 
the device. A 30 day notification, prior to the demonstration of continuous 
monitoring system's performance, and subsequent notifications shall be submitted to 
the Piedmont Region. 

(9 VAC 5-50-40, 9 VAC 5-50-410, 9 VAC 5-80-110, 9 VAC 5-140-700, and 
Condition 11 of 12/18/08 PSD Permit) 

6. A CEMS/COMS quality control program which meets the requirements of 40 CFR 
60.13 and Appendix B or F shall be implemented for all continuous monitoring 
systems. 

(9 VAC 5-50-40, 9 VAC 5-50-410, 9 VAC 5-80-110, 9 VAC 5-140-700, and 
Condition 12 of 12/18/08 PSD Permit) 

7. The permittee shall monitor the sulfur and nitrogen content of the fuel being fired in 
the combustion turbines (Reference Nos. CTl, CT2, and CT3) in accordance with 40 
CFR 60.334(h). 
(9 VAC 5-50-410, 9 VAC 5-80-110, and Condition 19 of 12/18/08 PSD Permit) 

C. Recordkeeping 

1. The permittee shall obtain a certification from the fuel supplier with each shipment of 
distillate oil. Each fuel supplier certification shall include the following: 

a. The name of the fuel supplier; 

b. The date on which the distillate oil was received; 

c. The quantity of distillate oil delivered in the shipment; 

d. A statement that the distillate oil complies with the American Society for 
Testing and Materials specifications (ASTM D396) for numbers 1 or 2 fuel 
oil; and 

e. The sulfur content of the distillate oil; 
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Fuel sampling and analysis, independent of that used for certification, as may be 
periodically required or conducted by DEQ may be used to determine compliance 
with the fuel specifications stipulated in Condition III. A. 5. Exceedance of these 
specifications may be considered credible evidence of the exceedance of emission 
limits. 
(9 VAC 5-50-410, 9 VAC 5-80-110 and Condition 18 of 12/18/08 PSD Permit) 

2. The permittee shall maintain records of emission data and operating parameters as 
necessary to demonstrate compliance with this permit. The content and format of 
such records shall be arranged with the Piedmont Region. These records shall 
include, but are not limited to: 

a. Continuous emissions monitoring system calibrations and calibration checks, 
percent operating time, and excess emissions. 

b. Annual consumption of distillate oil and natural gas for each combustion 
turbine (Reference Nos. CTl, CT2, and CT3), calculated monthly as the sum 
ofeach consecutive 12-month period. Compliance forthe consecutive 12-
month period shall be demonstrated monthly by adding the total for the most 
recently completed calendar month to the individual monthly totals for the 
preceding 11 months. 

c. Annual consumption of distillate oil and natural gas for each auxiliary boiler 
(Reference Nos. AB1 and AB2), calculated monthly as the sum ofeach 
consecutive 12-month period. Compliance for the consecutive 12-month 
period shall be demonstrated monthly by adding the total for the most recently 
completed calendar month to the individual monthly totals for the preceding 
11 months. 

d. Annual consumption of distillate oil for both emergency generators combined 
(Reference Nos. Gl and G2), calculated monthly as the sum ofeach 
consecutive 12-month period. Compliance for the consecutive 12-month 
period shall be demonstrated monthly by adding the total for the most recently 
completed calendar month to the individual monthly totals for the preceding 
11 months. 

e. All fuel supplier certifications. 

f. Scheduled and unscheduled maintenance, and operator training. 

g. The operating status of the combustion turbines (Reference Nos. CTl, CT2, 
and CT3) and auxiliary boilers (Reference Nos. AB1 and AB2) at the 
beginning and ending of each period that an emergency generator (Reference 
Nos. Gl and G2) is used. The amount of distillate oil used by the emergency 
generator during the event shall be included in the record. 
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These records shall be available for inspection by the DEQ and shall be current 
for the most recent five years. 
(9 VAC 5-50-50, 9 VAC 5-50-410, 9 VAC 5-80-110, and Condition 25 of 
12/18/08 PSD Permit) 

3. At all times, including periods of start-up, shutdown, and malfunction, the permittee 
shall, to the extent practicable, maintain and operate the affected source, including 
associated air pollution control equipment, in a manner consistent with good air 
pollution control practices for minimizing emissions. The permittee shall take the 
following measures in order to minimize the duration and frequency of excess 
emissions, with respect to the combustion turbines (Reference Nos. CTl, CT2, and 
CT3) and auxiliary boilers (Reference Nos. AB1 and AB2): 

a. Develop a maintenance schedule and maintain records of all scheduled and 
non-scheduled maintenance. 

b. Have available written operating procedures for equipment. These procedures 
shall be based on the manufacturer's recommendations, at a minimum. 

c. Train operators in the proper operation of all such equipment and familiarize 
the operators with the written operating procedures, prior to their first 
operation of such equipment. The permittee shall maintain records of the 
training provided including the names of trainees, the date of training and the 
nature of the training. 

Records of maintenance and training shall be maintained on site for a period of five 
years and shall be made available to DEQ personnel upon request. 
(9 VAC 5-80-110 and Condition 32 of 12/18/08 PSD Permit) 

4. The permittee shall record and maintain records of the amounts of each fuel 
combusted in the auxiliary boilers (Reference Nos. AB1 and AB2) during each day 
and calculate the annual capacity factor individually for coal, distillate oil, residual 
oil, natural gas, wood, and municipal-type solid waste for the reporting period. The 
annual capacity factor is determined on a 12-month rolling average basis with a new 
annual capacity factor calculated at the end of each calendar month. 
(9 VAC 5-50-50, 5-50-410, 9 VAC 5-80-110, and 40 CFR 60 Subpart Db 60.49b(d)) 

5. The permittee shall maintain records of opacity for the auxiliary boilers (Reference 
Nos. AB1 and AB2) subject to the opacity standard as specified in 40 CFR 60.43b. 

(9 VAC 5-50-410, 9 VAC 5-80-110, and 40 CFR 60 Subpart Db 60.49b(f)) 

6. The permittee shall maintain all records required under 40 CFR 60 Subpart 60.49b for 
a period of 2 years following the date of such record. 

(9 VAC 5-50-50, 5-50-410, 9 VAC 5-80-110, and 40 CFR 60 Subpart 60.49b(o)) 
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7. The permittee, subject to the provision of 9 VAC 5-50-40 A, shall maintain records of 
the occurrence and duration of any startup, shutdown or malfunction in the operation 
of the combustion turbines, auxiliary boilers, and emergency generators (Reference 
Nos. CTl, CT2, CT3, AB1, AB2, Gl, and G2); any malfunction ofthe air pollution 
control equipment; or any period during which a continuous monitoring system or 
monitoring device is inoperative. 

(9 VAC 5-50-50 B and 9 VAC 5-80-110) 

8. The permittee shall maintain a file of all measurements, including continuous 
monitoring system, monitoring device, and performance testing measurements; all 
continuous monitoring system performance evaluations; all continuous monitoring 
system or monitoring device calibration checks; adjustments and maintenance 
performed on these systems or devices; and all other information required by this 
chapter recorded in a permanent form suitable for inspection. The file shall be 
retained for at least five years following the date of such measurements, maintenance, 
reports and records. 

(9 VAC 5-50-50 D and 9 VAC 5-80-110) 

9. The permittee shall obtain and maintain at the affected facility fuel receipts from the 
fuel supplier which certify that the oil meets the definition of distillate oil as defined 
in 40 CFR 60.41b. For the purposes of 40 CFR 60.49, the oil need not meet the fuel 
nitrogen content specification in the definition of distillate oil. The permittee shall 
submit reports to the Director, Piedmont Region certifying that only very low sulfur 
oil meeting this definition was combusted in the affected facility during the reporting 
period. 

(9 VAC 5-50-410, 9 VAC 5-80-110, and 40 CFR 60 Subpart Db 60.49b(r)) 

D. Testing 

1. The combustion turbines (Reference Nos. CTl, CT2, and CT3) and auxiliary boilers 
(Reference Nos. AB1 and AB2) shall be constructed so as to allow for emissions 
testing upon reasonable notice at any time, using appropriate methods. This includes 
constructing the facility/equipment such that volumetric flow rates and pollutant 
emission rates can be accurately determined by applicable test methods and providing 
a stack or duct that is free from cyclonic flow. Sampling ports shall be provided 
when requested and safe sampling platforms and access shall be provided. 

(9 VAC 5-50-30, 9 VAC 5-80-110, and Condition 2 of 12/18/08 PSD Permit) 

2. If testing is conducted in addition to the monitoring specified in this permit, the 
permittee shall use the appropriate method(s) in accordance with procedures approved 
by the DEQ. 

(9 VAC 5-80-110) 
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3. Once per permit term, stack emission tests shall be conducted for opacity from the 
combustion turbines (Reference Nos. CTl, CT2, and CT3) using 40 CFR Part 60, 
Appendix A, Method 9. Stack tests for new or modified sources shall be conducted 
and reported and data reduced as set forth in Sections 9 VAC 5-50-30 and 9 VAC 5-
60-30 of State Regulations and the test methods and procedures contained in each 
applicable section or subpart listed in 9 VAC 5-50-410, and 9 VAC 5-60-70. The 
details of the emission tests are to be arranged with the Director, Piedmont Region. 

(9 VAC 5-80-110) 

4. Except as provided in 40 CFR 60.11(e)(3), the permittee, to which an opacity 
standard in this part applies, shall conduct opacity observations in accordance with 40 
CFR 60.11(b), shall record the opacity of emissions, and shall report to the Director, 
Piedmont Region the opacity results along with the results of the initial performance 
test required by 40 CFR 60.8. The inability ofthe permittee to secure a visible 
emissions observer shall not be considered a reason for not conducting the opacity 
observations concurrent with the initial performance test. 

(9 VAC 5-50-410, 9 VAC 5-80-110, 40 CFR 60 Subpart Db 60.49b(f), and 40 CFR 
60 Subpart A 60.11 (e)(2)) 

E. Reporting 

1. The permittee shall furnish written notification to the Piedmont Region of: 

a. The anticipated date of continuous monitoring system performance 
evaluations postmarked not less than 30 days prior to such date. 

b. The intention to use continuous opacity monitoring system data results to 
demonstrate compliance with the applicable visible emission limit during a 
performance test in lieu of Reference Method 9 (reference 40 CFR Part 60, 
Appendix A), postmarked not less than 30 days prior to the date of the 
performance test. 

c. The anticipated date of performance tests of the combustion turbines 
(Reference Nos. CTl, CT2, and CT3) or auxiliary boilers (Reference Nos. 
AB 1 and AB2) postmarked at least 30 days prior to such date. 

Copies of the written notification referenced in items a. through c. above are to be 
sent to: 

Associate Director 
Office of Air Enforcement (3API 0) 
U.S. Environmental Protection Agency 
Region III 
1650 Arch Street 
Philadelphia, PA 19103-2029 

(9 VAC 5-50-50 and 9 VAC 5-80-1180) 
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2. The permittee shall submit fuel quality reports to the Director, Piedmont Regional 
Office within 30 days after the end of each calendar quarter. If no shipments of 
distillate oil were received during the calendar quarter, the quarterly report shall 
consist of the dates included in the calendar quarter and a statement that no oil was 
received during the calendar quarter. If distillate oil was received during the calendar 
quarter, the reports shall include: 

a. The dates included in the calendar quarter; 

b. A copy of all fuel supplier certifications for all shipments of distillate oil 
received during the calendar quarter or a quarterly summary from each fuel 
supplier that includes the information specified in Condition III. C. 1. for each 
shipment of distillate oil; and, 

c. A signed statement from the owner or operator of the facility that the fuel 
supplier certifications or summaries of fuel supplier certifications represent all 
of the distillate oil bumed or received at the facility. 

(9 VAC 5-50-50 and 9 VAC 5-80-110) 

3. If, for any reason, the permittee does not comply or will not be able to comply with 
the emission limitations or other conditions specified in this permit, the permittee 
shall provide in writing to the Director, Piedmont Region the following information 
as soon as possible but no later than five (5) days after such conditions become 
known to the permittee: 

a. Description of non-compliance; 

b. Cause of non-compliance; 

c. Anticipated time the non-compliance is expected to continue or, if corrected, 
the actual duration of non-compliance; 

d. Steps taken by the permittee to minimize or eliminate the non-compliance; 
and 

e. Steps taken by the permittee to prevent recurrence of the non-compliance. 
(9 VAC 5-50-50, 9 VAC 5-80-110, and Condition 28 of 12/18/08 PSD Permit) 

4. For the auxiliary boilers (Reference Nos. AB1 and AB2), subject to the nitrogen 
oxide standards of 40 CFR 60.44b, the permittee shall maintain records of and report 
the following inforniation for each steam generating unit operating day to the 
Director, Piedmont Region on a quarterly basis, postmarked no later than the 30th day 
following the end of the calendar quarter: 

a. Calendar date. 
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b. The average hourly nitrogen oxides emission rates (expressed as N02) (ng/J 
or lb/million Btu heat input) measured or predicted. 

c. The 30-day average nitrogen oxides emission rates (ng/J or lb/million Btu heat 
input) calculated at the end of each steam generating unit operating day from 
the measured or predicted hourly nitrogen oxide emission rates for the 
preceding 30 steam generating unit operating days. 

d. Identification of the steam generating unit operating days when the calculated 
30-day average nitrogen oxides emission rates are in excess of the nitrogen 
oxides emissions standards under 40 CFR 60.44b, with the reasons for such 
excess emissions as well as a description of corrective actions taken. 

e. Identification of the steam generating unit operating days for which pollutant 
data have not been obtained, including reasons for not obtaining sufficient 
data and a description of corrective actions taken. 

f. Identification of the times when emission data have been excluded from the 
calculation of average emission rates and the reasons for excluding data. 

g. Identification of "F" factor used for calculations, method of determination, 
and type of fuel combusted. 

h. Identification of the times when the pollutant concentration exceeded full span 
of the continuous monitoring system. 

i. Description of any modifications to the continuous monitoring system that 
could affect the ability of the continuous monitoring system to comply with 
Performance Specification 2 or 3. 

j . Results of daily CEMS drift tests and quarterly accuracy assessments as 
required under appendix F, Procedure 1. 

(9 VAC 5-50-410, 9 VAC 5-80-110, and 40 CFR 60 Subpart Db 60.49b(g) and (i)) 

5. For the auxiliary boilers (Reference Nos. AB 1 and AB2) subject to the sulfur dioxide 
standards under §60.42b, to the compliance and performance testing requirements of 
40 CFR 60.45b, and to the reporting requirement of 40 CFR 60.49b(j), the permittee 
shall submit the following reports to the Director, Piedmont Region on a quarterly 
basis, postmarked no later than the 30th day following the end of the calendar quarter: 

a. Calendar dates covered in the reporting period 

b. Each 30-day average sulfur dioxide emission rate (ng/J or lb/million Btu heat 
input) measured during the reporting period, ending with the last 30-day 
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period; reasons for non-compliance with the emission standards; and a 
description of corrective actions taken. 

c. Each 30-day average percent reduction in sulfur dioxide emissions calculated 
during the reporting period, ending with the last 30-day period; reasons for 
non-compliance with the emission standards; and a description of corrective 
actions taken. 

d. Identification of the steam generating unit operating days that coal or oil was 
combusted and for which sulfur dioxide or diluent (oxygen or carbon dioxide 
data have not been obtained by an approved method for at least 75 percent of 
the operating hours in the steam generating unit operating day; justification 
for not obtaining sufficient data; and description of corrective action taken. 

e. Identification of the times when emissions data have been excluded from the 
calculation of average emission rates; justification for excluding data; and 
description of corrective action taken if data have been excluded for periods 
other than those during which coal or oil were not combusted in the steam 
generating unit. 

f. Identification of "F" factor used for calculations, method of determination, 
and type of fuel combusted. 

g. Identification of times when hourly averages have been obtained based on 
manual sampling methods. 

h. Identification of the times when the pollutant concentration exceeded full span 
of the CEMS. 

i. Description of any modifications to the CEMS that could affect the ability of 
the CEMS to comply with 40 CFR 60 Appendix B, Performance 
Specifications 2 or 3. 

j . Results of daily CEMS drift tests and quarterly accuracy assessments as 
required under 40 CFR 60 Appendix F, Procedure 1. 

k. The annual capacity factor of each fired as specified in 40 CFR 60.49b(d). 
(9 VAC 5-50-50 and 9 VAC 5-50-410, 9 VAC 5-80-110, and 40 CFR 60 Subpart Db 
60.49b(j) and (k)) 

6. The permittee shall furnish written reports to the Piedmont Region of excess 
emissions from any process monitored by a continuous monitoring system 
(COMS/CEMS) on a quarterly basis, postmarked no later than the 30th day following 
the end of the calendar quarter. These reports shall include, but are not limited to the 
following information: 
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a. The magnitude of excess emissions for sulfur dioxide, nitrogen dioxide, ice 
fog, and emergency fuel as required in 40 CFR 60.334(j), any conversion 
factors used in the calculation of excess emissions, and the date and time of 
commencement and completion of each period of excess emissions; 

b. Specific identification of each period of excess emissions that occurs during 
startups, shutdowns, and malfunctions of the process, the nature and cause of 
the malfunction (if known), the corrective action taken or preventative 
measures adopted; 

c. The date and time identifying each period during which the continuous 
monitoring system was inoperative except for zero and span checks and the 
nature of the system repairs or adjustments; and 

d. When no excess emissions have occurred or the continuous monitoring 
systems have not been inoperative, repaired or adjusted, such information 
shall be stated in that report. 

(9 VAC 5-50-50, 9 VAC 5-50-410, and 9 VAC 5-80-110) 



Hopewell Cogeneration Facility 
Permit Number: PRO-50967 

Effective Date: March 13, 2009 
Page 24 

IV. Process Equipment Requirements - (emission unit ID No. 13) 

A. Limitations 

1. Emissions from the operation of the 1.25 million gallon distillate oil storage tank 
(reference No. 13) shall not exceed the limitations specified below. Annual emissions 
shall be calculated monthly as the sum ofthe previous consecutive 12 month period: 

Volatile Organic Compounds 0.2 lbs/hr 1.0 tons/yr 

(9 VAC 5-50-260, 9 VAC 5-80-110, and Condition 3 of 6/6/90 NSR Permit) 

2. The yearly throughput of distillate oil stored in the 1.25 million gallon distillate oil 
storage tank (reference No. 13) shall not exceed 84 x 106 gallons, calculated monthly 
as the sum of the previous consecutive 12 month period.. 

(9 VAC 5-170-160, 9 VAC 5-80-110, and Condition 4 of 6/6/90 NSR Permit) 

3. The facility shall operate in compliance with 9 VAC 5-60 Article 4- Toxic Pollutants 
from Existing Sources and 9 VAC 5-60 Article 5- Toxic Pollutants from New and 
Modified Sources. No changes in the facility that alter emissions of any non-criteria 
pollutant or cause the emission of additional toxic pollutants shall be made without 
the prior written approval of the Board. 

(9 VAC 5-60-220, 5-60-320, 9 VAC 5-80-110, and Condition 5 of 6/6/90 NSR 
Permit) 

4. The approved fuel for storage is distillate oil. A change in the fuel stored may require 
a permit to modify and operate. The distillate oil shall meet the ASTM D396-78 
specifications for numbers 1 or 2 fuel oil. 

(9 VAC 5-170-160, 9 VAC 5-80-110, and Condition 6 of 6/6/90 NSR Permit) 

5. Volatile organic compound emissions from 1.25 million gallon distillate oil storage 
tanks (reference No. 13) shall be controlled by a fixed roof design with pressure 
vacuum valve. 
(9 VAC 5-80-110) 

B. Recordkeeping 

1. The permittee shall maintain records of all emission data and operating parameters 
necessary to demonstrate compliance with this permit. The content and format of 
such records shall be arranged with the Director, Piedmont Regional Office. These 
records shall include, but are not limited to: 
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a. Annual throughput of distillate oil stored in the 1.25 million gallon distillate 
oil storage tank (reference No. 13), calculated monthly as the sum ofeach 
consecutive twelve (12) month period. 

b. Records showing the dimension of the storage vessel and an analysis showing 
the capacity of the storage vessel. Such records shall be readily accessible. 

These records shall be available on site for inspection by the DEQ and shall be 
current for the most recent five (5) years. 
(9 VAC 5-50-50, 9 VAC 5-80-110, and Condition 8 of 06/06/90 NSR Permit) 

V. Facility Wide Conditions 

A. General Conditions 

1. Regardless of any other provision of this section, any facility which is subject to the 
provisions of 9 VAC 5-50-170 through 9 VAC 50-230 shall shut down immediately 
upon request of the board if its emissions increase in any amount because of a bypass, 
malfunction, shutdown or failure of the facility or its associated air pollution control 
equipment; and such facility shall not return to operation until it and the associated air 
pollution control equipment are able to operate in a proper manner. 

(9 VAC 5-20-180 F 3) 

2. The permittee shall, upon request of the DEQ, reduce the level of operation or shut 
down a facility, as necessary to avoid violating any primary ambient air quality 
standard and shall not return to normal operation until such time as the ambient air 
quality standard will not be violated. 

(9 VAC 5-20-180 I and 9 VAC 5-80-1180) 

3. In the case of a transfer of ownership of a stationary source, the new owner shall 
abide by any current permit issued to the previous owner. The new owner shall notify 
the Piedmont Region of the change of ownership within 30 days of the transfer. 
(9 VAC 5-80-1240) 

4. The permittee shall keep a copy of this permit on the premises of the facility to which 
it applies. 

(9 VAC 5-80-1180) 

5. The conditions of this permit are severable, and if any provision of this permit, or the 
application of any provision of this permit to any circumstance, is held invalid, the 
application of that provision to other circumstances, and the remainder of this permit, 
shall not be affected thereby. 

(9 VAC 5-170-160) 
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6. The permittee shall allow authorized local, state, and federal representatives, upon the 
presentation of credentials: 

a. To enter upon the permittee's premises on which the facility is located or in 
which any records are required to be kept under the terms and conditions of 
this permit; 

b. To have access to and copy at reasonable times any records required to be 
kept under the terms and conditions of this permit or the State Air Pollution 
Control Board Regulations; 

c. To inspect at reasonable times any facility, equipment, or process subject to 
the terms and conditions of this permit or the State Air Pollution Control 
Board Regulations; and 

d. To sample or test at reasonable times. 

For purposes of this condition, the time for inspection shall be deemed reasonable 
during regular business hours or whenever the facility is in operation. Nothing 
contained herein shall make an inspection time unreasonable during an emergency. 
(9 VAC 5-170-130 and 9 VAC 5-80-1180) 

7. At all times the disposal of volatile organic compounds shall be accomplished by 
taking measures, to the extent practicable, consistent with air pollution control 
practices for minimizing emissions. Volatile organic compounds shall not be 
intentionally spilled, discarded in sewers which are not connected to a treatment 
plant, or stored in open containers or handled in any manner that would result in 
evaporation beyond that consistent with air pollution control practices for minimizing 
emissions. 

(9 VAC 5-50-20 F) 

8. During the constmction, modification or operation phase of a stationary source or any 
other building, stmcture, facility or installation, no owner or other person shall cause 
or permit an materials or property to be handled, transported, stored, used, 
constmcted, altered, repaired or demolished without taking reasonable precautions to 
prevent particulate matter from becoming airborne. 

(9 VAC 5-50-90 and 9 VAC 5-50-300) 

9. The owner shall use the best available control technology as approved by the board 
for the control of odorous emissions. 

(9 VAC 5-50-140 A and 9 VAC 5-50-310) 

10. No owner or other person shall cause or permit to be discharged into the atmosphere 
from any affected facility any odorous emissions in excess of that resultant from 
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using best available control technology, as reflected in any condition that may be 
placed upon the permit approval for the facility. 

(9 VAC 5-50-140 B) 

11. Unless specified otherwise in this part, on or after the date on which the perfomiance 
test required to be conducted is completed, no owner or other person shall cause or 
permit to be discharge into the atmosphere from any affected facility any visible 
emissions which exhibit greater than 20 percent opacity, except for one six-minute 
period in any one hour of not more than 30 percent opacity. Failure to meet the 
requirements of this section because of the presence of water vapor shall not be a 
violation of this section. 

(9 VAC 5-50-290) 

12. No owner or operator subject to the provisions of this part shall build, erect, install, or 
use any article, machine, equipment or process, the use of which conceals an emission 
which would otherwise constitute a violation of an applicable standard. Such 
concealment includes, but is not limited to, the use of gaseous diluents to achieve 
compliance with an opacity standard or with a standard which is based on the 
concentration of a pollutant in the gases discharged to the atmosphere. 

(9 VAC 5-50-410 and 40 CFR 60 Subpart A 60.12) 

13. In case of shutdown or bypassing, or both of air pollution control equipment for 
necessary scheduled maintenance for more than one hour the intent to shutdown the 
equipment shall be reported to the board. 

(9 VAC 5-20-180 (B)) 

B. Monitoring 

1. All continuous monitoring systems and monitoring devices, as may be applicable for 
your source type, shall be installed and operational prior to conducting performance 
tests under 9 VAC 5-50-30 and 9 VAC 5-60-30 of State Regulations. Performance 
evaluations of the continuous monitoring system must take place during the 
performance tests under Sections 9 VAC 5-50-30 and 9 VAC 5-60-30 of State 
Regulations or within 30 days thereafter. The Department (Director, Piedmont 
Regional Office) Board must be furnished with two copies of the report of the 
performance evaluations within 60 days of said evaluation. 

(9 VAC 5-50-40 and 9 VAC 5-60-40) 

2. For the purposes of §60.13, all continuous monitoring systems required under 
applicable subparts shall be subject to the provisions of §60.13 upon promulgation of 
performance specifications for continuous monitoring systems under appendix B to 
this part and, if the continuous monitoring system is used to demonstrate compliance 
with emission limits on a continuous basis, appendix F to this part, unless otherwise 
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specified in an applicable subpart or by the Administrator. Appendix F is applicable 
December 4, 1987. 

(9 VAC 5-50-410 and 40 CFR 60 Subpart A 60.13(a)) 

C. Recordkeeping 

1. The permittee shall retain records of all emission data and operating parameters 
required to be monitored by the terms of this permit. These records shall be 
maintained by the source for the most current Five (5) year period. 

(9 VAC 5-50-50 and 9 VAC 5-60-50) 

2. The permittee shall develop, maintain, and have available to all operators good 
written operating procedures for all air pollution control equipment. A maintenance 
schedule for all such equipment will be established and made available to the 
Department (Director, Piedmont Regional Office) for review. Records of service and 
maintenance will be maintained on file by the source for a period of five (5) years. 

(9 VAC 5-20-110) 

3. An owner of an affected facility subject to the provisions of this section shall 
maintain records of the occurrence and duration of any bypass, malfunction, 
shutdown or failure of the facility or its associated air pollution control equipment 
that results in excess emissions for more than one hour. The records shall be 
maintained in a form suitable for inspection and maintained for at least two years 
following the date of the occurrence. 

(9 VAC 5-20-180 J) 

4. The owner of a stationary source shall keep records as necessary to determine its 
emissions. Any owner claiming that a facility is exempt from the provisions of these 
regulations shall keep records to demonstrate its continued exempt status. 

(9 VAC 5-50-50 F) 

5. Upon request of the board, the owner of a new or modified source shall provide 
notifications and reports, maintain records or report performance test or monitoring 
results in a manner and form and using procedure acceptable to the board. 

(9 VAC 5-50-50 H) 

D. Testing 

1. The permitted facility shall be constmcted so as to allow for emissions testing at any 
time using appropriate methods. Upon request from the Department, test ports shall 
be provided at the appropriate locations. 

(9 VAC 5-50-30 and 9 VAC 5-80-110) 
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2. If testing is conducted in addition to the monitoring specified in this permit, the 
permittee shall use the appropriate method(s) in accordance with procedures approved 
by the DEQ. 

(9 VAC 5-80-110) 

E. Reporting 

1. The permittee shall furnish notification to the Piedmont Region of malfunctions of the 
affected facility or related air pollution control equipment that may cause excess 
emissions for more than one hour, by facsimile transmission, telephone or telegraph. 
Such notification shall be made as soon as practicable but no later than four daytime 
business hours after the malfunction is discovered. The permittee shall provide a 
written statement giving all pertinent facts, including the estimated duration of the 
breakdown, within two weeks of discovery of the malfunction. When the condition 
causing the failure or malfunction has been corrected and the equipment is again in 
operation, the permittee shall notify the Piedmont Region. 

(9 VAC 5-20-180 C and 9 VAC 5-80-1180) 

2. This permit may be modified or revoked in whole or in part for cause, including but 
not limited to, the following: 

a. Violation of any terms or conditions of this permit; 

b. Obtaining this permit by misrepresentation or failure to disclose fully all 
relevant facts; 

c. A change in any condition that requires either a temporary or permanent 
reduction or elimination of a permitted discharge; or 

d. Information that the permitted discharge of any pollutant poses a threat to 
human health, welfare, or the environment. 

(9 VAC 5-20-110 and 9 VAC 5-80-10) 

3. The permitted facility is to be constmcted and operated as represented in the permit 
application referenced in Part 1, Condition No. 2 ofthe 10/31/00 permit. No changes 
in the permit application specifications or any existing facilities shall be made which 
alter the emissions into the ambient air or alter the impact of the facility on air quality 
without the prior written approval of the Board. 

(9 VAC 5-20-110 and 9 VAC 5-80-110) 

4. This permit approval is only applicable to the permit requirements of the Depaitment 
of Air Pollution Control and does not alter permit requirements by any other local, 
state, or federal govemment agency. Hopewell Cogeneration Limited Partnership is 
cautioned that approval of this permit should not be constmed to mean its operation is 
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automatically in compliance with all aspects of the Regulations for the Control and 
Abatement of Air Pollution. State Air Board personnel will be constantly evaluating 
all sources for compliance with Part V, Section 9 VAC 5-50-80 (of State Regulations 
- Standard for Visible Emissions, Section 9 VAC 5-50-90 of State Regulations -
Standard for Fugitive Dust/Emissions, and Section 9 VAC 5-50-140 of State 
Regulations - Standard for Odorous Emissions. Compliance with all air pollution 
regulations must be a continuing, full time effort. 

(9 VAC 5-20-110) 

5. Annual requirements to fulfill legal obligations to maintain current stationary source 
emissions data will necessitate your prompt response to requests for information to 
include, as appropriate: process and production data; changes in control equipment, 
and operating schedules. Such requests for information from the DEQ will either be 
in writing or by personal contact. The availability of information submitted to the 
DEQ or the Board will be governed by applicable provisions of the Freedom of 
Information Act, 33 2.1-340 through 2.1-348 ofthe Code of Virginia, 3 10.1-1314 
(addressing information provided to the Board), and 9 VAC 5-20-150 ofthe State Air 
Pollution Control Board Regulations. Information provided to federal officials is 
subject to appropriate federal law and regulations governing confidentiality of such 
information. 

(9 VAC 5-20-160) 

6. The owner of any stationary source emitting 25 tons per year or more of volatile 
organic compounds or nitrogen oxides and located in any emissions control area 
designated in Appendix P of 9 VAC 5-10 shall submit an emissions statement to the 
board by April 15 of each year, beginning in 1993, for the emissions discharged 
during the previous calendar year. Emissions statements shall be prepared and 
submitted in accordance with the applicable procedure in Appendix S of 9 VAC 5-10. 

(9 VAC 5-20-160 B) 


